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VE Mild Steel with T31P

Economical painted steel platform with T31P indicator

v Affordable without compromising on quality
V" 1P67 alloy steel load cells
V" Internal rechargeable battery

Application
Display
Operation
Communication
Construction

Design features

Weighing (5 units), basic parts counting

LCD with white LED backlight
AC adaptor (supplied) or internal rechargeable battery

RS232 interface

ABS Indicator, black painted steel platform, raised embossed
treads, fixed top plate 5mm thick, 4 x H8C IP67 OIML R60 alloy
steel load cells, IP65 stainless steel junction box with side access
Indicator with reversible rear cover for cable exit above or below
the indicator housing, integrated key-hole mounts on back cover

RE-
CHARGE

see page 50/51/54 for accessories

020006

Model Capacity Readability (d=e) | Platform Item No. Price £
VE1500S31P 1500kg 5009 1000x1000mm 80251846 788
VE1500S31P-M . 1500kg 5009 1000x1000mm | 80251865 861
VE1500R31P 1500kg 5009 1250x1250mm | 80251847 883
VE1500R31P-M . 1500kg 500g 1250x1250mm 80251866 956
VE1500L31P 1500kg 5009 1500x1500mm | 80251849 937
VE1500L31P-M . 1500kg 5009 1500x1500mm 80251868 1010
VE3000R31P 3000kg 10009 1250x1250mm | 80251848 883
VE3000R31P-M . 3000kg 1000g 1250x1250mm 80251867 956
VE3000L31P 3000 kg 10009 1500x1500mm | 80251850 937
VE3000L31P-M . 3000kg 10009 1500x1500mm | 80251869 1010
- ____________________________________________________________]
VE Mild Steel Floor Platforms W W
Model Capacity Platform Item No. Price £
VE1500S 1500kg 1000x1000mm 80251471 676
VE1500R 1500kg 1250x1250mm 80251472 767
VE3000R 3000kg 1250x1250mm | 80251473 767
VE1500L 1500kg 1500x1500mm 80251474 825
VE3000L 3000kg 1500x1500mm | 80251475 825

see page 54 for accessories
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VE Stainless Steel Floor Platforms

VE Stainless Steel with T32XW

Economical stainless steel platform with T32XW indicator

v Affordable without compromising on quality

Easy to use and clean with stainless steel IP65 indicator and
v

IP67 load cells
v Internal rechargeable battery

Application
Display
Operation
Communication
Construction

Design features

Weighing (5 units), basic parts counting
LCD with white LED backlight

Internal universal power supply

RS232 Interface

IP65 stainless steel indicator, stainless steel platform, fixed top
plate 5mm thick, 4 x H8C IP67 OIML R60 alloy steel load cells, IP65
Stainless steel junction box with side access

Indicator with hinged front cover for easy servicing

see page 50/51/54 for accessories

020006

Model Capacity Readability (d=e) | Platform Item No. Price £
VE15005S32XW-GB 1500kg 500g 1000x1000mm 80253275 1413
VE1500S32XW-GBM . 1500kg 5009 1000x1000mm 80253287 1486
VE1500R32XW-GB 1500kg 5009 1250x1250mm 80253276 1778
VE1500R32XW-GBM . 1500kg 500g 1250x1250mm 80253288 1851
VE1500L32XW-GB 1500kg 5009 1500x1500mm 80253278 2158
VE1500L32XW-GBM . 1500kg 500g 1500x1500mm 80253290 2231
VE3000R32XW-GB 3000kg 1000g 1250x1250mm 80253277 1778
VE3000R32XW-GBM . 3000kg 1000g 1250x1250mm 80253289 1851
VE3000L32XW-GB 3000kg 1000g 1500x1500mm 80253279 2158
VE3000L32XW-GBM . 3000kg 1000g 1500x1500mm 80253291 2231

RV he

Model Capacity Platform Item No. Price £
VE1500SW 1500kg 1000x1000mm | 80251478 1157
VE1500RW 1500kg 1250x1250mm | 80251479 1499
VE1500LW 1500kg 1500x1500mm | 80251481 1853
VE3000RW 3000kg 1250x1250mm | 80251480 1499
VE3000LW 3000kg 1500x1500mm | 80251482 1853

see page 54 for accessories
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VFP Floor Scale with T51P

High quality painted steel platform with structural bracing
and multifunctional T51P indicator

v/ Structural channel bracing for durability
v Pit mounting possibility
v/ IP68 stainless steel load cells

Application Weighing (6 units + custom unit), display hold, dynamic weighing, counting,

checkweighing, % weighing, auto-tare
Display LCD display with white LED backlight plus 3 colour checkweigh LED.
Operation Internal universal power supply, 6 x C batteries or optional internal NiMH

rechargeable battery
Communication RS232 Interface with GMP, Time-Date, optional RS422/485, AC/DC Relay,

2nd RS232
Construction ABS Indicator, black painted steel platform, IP67 stainless steel junction box with

top access, IP68 OIML R60 electro-polished stainless steel load cells
Design features Structural channel bracing and pendulum design feet with removable rubber cap

G see page 50/51/52/53/54
Model . Capacity Readability (d=e) | Platform Item No. Price £ for accessories
VFP-CS30051P 300kg 509 800 x 800 mm 22018704 1383 @ E Q
VFP-CS30051PM . 300kg 100g 800 x 800 mm 22018730 1456 ==
VFP-CS60051P 600kg 100g 800 x 800 mm 22018705 1383
VFP-CS60051PM . 600kg 200g 800 x 800 mm 22018731 1456
VFP-DS30051P 300kg 509 1000 x 1000 mm | 22018706 1471 RS232/422/485,
VFP-DS30051PM . 300kg 100g 1000 x 1000 mm | 22018732 1544 Relay,
VFP-DS60051P 600kg 1009 1000 x 1000 mm | 22018707 1471 Foot switch
VFP-DS60051PM . 600kg 200g 1000 x 1000 mm | 22018733 1544
VFP-DS150051P 1500kg 200g 1000 x 1000 mm | 22018708 1471
VFP-DS150051PM . 1500kg 500g 1000 x 1000 mm | 22018734 1544
VFP-E60051P 600kg 100g 1500 x 1250 mm | 22018709 1581
VFP-E60051PM . 600kg 200g 1500 x 1250 mm | 22018735 1654
VFP-E150051P 1500kg 200g 1500 x 1250 mm | 22018710 1581
VFP-E150051PM . 1500kg 500g 1500 x 1250 mm | 22018736 1654
VFP-E300051P 3000kg 5009 1500 x 1250 mm | 22018711 1581
VFP-E300051PM . 3000kg 1000g 1500 x 1250 mm | 22018737 1654
VFP-ES60051P 600kg 100g 1500 x 1500 mm | 22018712 1774
VFP-ES60051PM . 600kg 200g 1500 x 1500 mm | 22018738 1847
VFP-ES150051P 1500kg 200g 1500 x 1500 mm | 22018713 1774
VFP-ES150051PM . 1500kg 5009 1500 x 1500 mm | 22018739 1847
VFP-ES300051P 3000kg 500g 1500 x 1500 mm | 22018714 1774
VFP-ES300051PM . 3000kg 1000g 1500 x 1500 mm | 22018740 1847
VFP-G150051P 1500kg 200g 2000 x 1500 mm | 22018715 2121
VFP-G150051PM . 1500kg 500g 2000 x 1500 mm | 22018741 2194
VFP-G300051P 3000kg 5009 2000 x 1500 mm | 22018716 2121
VFP-G300051PM . 3000kg 1000g 2000 x 1500 mm | 22018742 2194
VFP Floor Platforms
-]

Model Capacity Platform Item No. Price £
VFP-CS300 300kg 800x800mm 22015436 1135
VFP-CS600 600kg 800x800mm 22015437 1135
VFP-DS300 300kg 1000x1000mm 22015438 1218
VFP-DS600 600kg 1000x1000mm 22015439 1218
VFP-DS1500 1500kg 1000x1000mm 22015440 1218
VFP-E600 600kg 1500%x1250mm 22015441 1322
VFP-E1500 1500kg 1500x1250mm 22015442 1322
VFP-E3000 3000kg 1500%1250mm 22015443 1322
VFP-ES600 600kg 1500x1500mm 22015444 1488 see page 54 for accessories
VFP-ES1500 1500kg 1500x1500mm 22015445 1488
VFP-ES3000 3000kg 1500x1500mm 22015446 1488 e e
VFP-G1500 1500kg 2000x1500mm 22015448 1835
VFP-G3000 3000kg 2000x1500mm 22015449 1835
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VFS Floor Scale with T51XW

High quality stainless steel platform with structural bracing and
multifunctional T51XW indicator

v/ Structural channel bracing for durabilitiy
All stainless steel with IP66 multifunctional indicator and IP68
stainless steel load cells

v/ Pit mounting possibility

Application

Display
Operation

Communication
Construction

Design features

Weighing (6 units + custom unit), display hold, dynamic weighing, counting,
checkweighing, % weighing, auto-tare

LCD display with white LED backlight plus 3 colour checkweigh LED

Internal universal power supply or optional internal NiMH rechargeable battery
(battery is delivered separately on approved version)

RS232 Interface with GMP, Time-Date, optional RS422/485, AC/DC Relay, 2nd RS232

IP66 stainless steel indicator, bead blasted stainless steel platform; IP67 stainless
steel junction box with top acess; IP68 OIML R60 electro-polished stainless steel load
cells

Structural channel bracing and pendulum design feet with removable rubber cap

see page 50/51/52/53/54

Model Capacity Readability (d=e) | Platform Item No. Price £ for accessories
VFS-CS30051XW 300kg 509 800x 800 mm | 22018717 2119 @ D
VFS-C$30051XWM e | 300kg 100g 800x 800 mm | 22018743 2192 =
VFS-CS60051XW 600kg 100g 800x 800 mm | 22018718 2119

VFS-CS60051XWM e | 600kg 200g 800x 800 mm | 22018744 2192 e @
VFS-DS30051XW 300kg 509 1000 x 1000 mm | 22018719 2340

VFS-DS30051XWM e | 300kg 100g 1000 x 1000 mm | 22018745 2413 R523§/e‘|‘§;/485v
VFS-DS60051XW 600kg 100g 1000 x 1000 mm | 22018720 2340 Foot switch
VFS-DS60051XWM e | 600kg 200g 1000 x 1000 mm | 22018746 2413

VFS-DS150051XW 1500kg 200g 1000 X1000 mm | 22018721 2340

VFS-DS150051XWM e | 1500kg 500q 1000 x 1000 mm | 22018747 2413

VFS-E60051XW 600kg 100g 1500 x 1250 mm | 22018722 2888

VFS-E60051XWM e | 600kg 200g 1500 x 1250 mm | 22018748 2961

VFS-E150051XW 1500kg 200g 1500 x 1250 mm | 22018723 2888

VFS-E150051XWM e | 1500kg 5009 1500 x 1250 mm | 22018749 2961

VFS-E300051XW 3000kg 500q 1500 x 1250 mm | 22018724 2888

VFS-E300051XWM e | 3000kg 10009 1500 x 1250 mm | 22018750 2961

VFS-ES60051XW 600kg 100g 1500 x 1500 mm | 22018725 3070

VFS-ES60051XWM e | 600kg 200g 1500 x 1500 mm | 22018751 3143

VFS-ES150051XW 1500kg 200g 1500 x 1500 mm | 22018726 3070

VFS-ES150051XWM e | 1500kg 500q 1500 x 1500 mm | 22018752 3143

VFS-ES300051XW 3000kg 500q 1500 x 1500 mm | 22018727 3070

VFS-ES300051XWM e | 3000kg 1000g 1500 x 1500 mm | 22018753 3143

VFS-G150051XW 1500kg 200q 2000 x 1500 mm | 22018728 3552

VFS-G150051XWM e | 1500kg 5009 2000 x 1500 mm | 22018754 3625

VFS-G300051XW 3000kg 500q 2000 x 1500 mm | 22018729 3552

VFS-G300051XWM e | 3000kg 10009 2000 x 1500 mm | 22018755 3625

VFS Floor Platforms
- |

Model Capacity Platform Item No. Price £

VFS-CS300 300kg 800x800mm | 22015450 1722

VFS-C5600 600kg 800x800MmM | 22015451 1722

VFS-DS300 300kg 1000x1000mm | 22015452 1943

VFS-DS600 600kg 1000x1000mm | 22015453 1943

VFS-DS1500 1500kg 1000x1000mm | 22015454 1943

VFS-E600 600kg 1500x1250mm | 22015455 2492

VFS-E1500 1500kg 1500x1250mm | 22015456 2492

VFS-E3000 3000kg 1500x1250mm | 22015457 2679 ,
VFS-ES600 600kg 1500x1500mm | 22015458 2679 see page 54 for accessories
VFS-ES1500 1500kg 1500x1500mm | 22015459 2679 e e
VFS-ES3000 3000kg 1500x1500mm | 22015460 3150

VFS-G1500 1500kg 2000x1500mm | 22015462 3150

VFS-G3000 3000kg 2000x1500mm | 22015463 3072






